Benefits
The EZ STREET Advantage

EZ STREET is a polymer-modified cold asphalt guaranteed to permanently repair potholes, utility
cuts, overlays, and edge repairs in asphalt or concrete. EZ STREET cold asphalt is currently being
used by State DOT's across the country in bulk and bag form. Not only does EZ STREET cold
asphalt work in ALL weather conditions, it even works in water. EZ STREET cold asphalt is easy
to apply and requires no mixing or tack coat.

No matter the location, the weather, or the time of day, EZ STREET cold asphalt is quick,
effective, permanent, and requires a minimal installation crew. Simply sweep the area, fill the
area with EZ STREET cold asphalt and compact with a shovel or car tire. It really is EZ!

The Facts

e Guaranteed Permanent

e Works in Water

e Works in ALL Weather Conditions
e No mixing

* No tack coat required

 Ready to use

e Instantly ready for traffic

e Consumer lab-tested and approved
e Stockpiles for months

e Approved by DOT

e Available in bulk and 50 Ib. bags
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General Information
Polymer-modified Cold Asphalt

EZ STREET is a ready to use, high performance, polymer-modified, cold asphalt capable of
providing a cost effective, simple and permanent solution to a variety of applications including
but not limited to potholes, utility cuts, joint repairs, outer edge repairs, surface patches

(level course), and even small overlays. EZ STREET cold asphalt is similar in appearance and
performance to good hot mix asphalt and can be utilized in any weather condition (rain or

shine, hot or cold). EZ STREET cold asphalt has an extended stockpile life while retaining
excellent workability. EZ STREET cold asphalt requires no tack coat, can be used to patch both
asphalt and concrete surfaces, and can even be applied in water! EZ STREET cold asphalt can be
opened immediately to traffic making it perfect for those inevitable “throw and go” situations.

If proper installation techniques are utilized, EZ STREET applications should have an equivalent
or extended life expectancy in comparison to hot mix asphalt. Proper installation is the key

to the longevity of any paving application and following is a brief guide to help insure the
maximum performance for your EZ STREET material.

Material Temperature and Compaction

EZ STREET cold asphalt can be applied when air temperatures are between 0°F and 100°F;
however, EZ STREET cold asphalt will be most pliable, workable, and compactable at air
temperatures ranging from 50°F to 90°F. In the winter months, warming of the EZ STREET
material prior to application via a “hot box”, heated dump bed, or patching truck is quite
acceptable; although, it is imperative that the material temperature does not exceed 125°F.

To insure optimum performance EZ STREET cold asphalt should be applied and compacted
in 2” maximum lifts. A vibratory steel wheel roller will always provide optimum results and
performance; however, steel wheel or pneumatic rollers, compactor plates, wheel rolling, and
hand tamping are also acceptable methods of compaction. Over compaction is rarely an issue.
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FAQ'S

Frequently Asked Questions

How do | apply EZ STREET cold asphalt
to a pothole filled with water?

Just throw EZ STREET cold asphalt directly
into the water filled hole. EZ STREET cold
asphalt will displace the water. Then,
compact the EZ STREET cold asphalt with a
shovel or car tire. Leave a slight crown on
the patch because it will compact a little
more as traffic goes over it.

How long does EZ STREET cold asphalt
stay workable in a stockpile?

EZ STREET cold asphalt is guaranteed to
stay workable in a stockpile for at least 6
months in a 50-ton pile stacked 6 high.
But we've had smaller stockpiles last over
a year outside. If you leave the stockpile
undisturbed for a long period of time, a
protective crust may form over the pile.
This is a built-in mechanism to prevent
premature hardening of your stockpile. If
this happens, simply have your loader “fluff
up” the material prior to loading the truck.
This will rejuvenate the EZ STREET cold
asphalt.

What's so special about the EZ STREET
bag?

The EZ STREET bag is made of durable
poly-vinyl that helps prevent breakage — a

first in the industry. The bag is resealable to
keep unused product fresh and has a nylon
rope handle to make carrying EZ STREET

bag even easier. EZ STREET cold asphalt lasts
for at least a year in the bag... even if it has
been opened and resealed.

How long after applying EZ STREET cold
asphalt does traffic have to be diverted?

EZ STREET cold asphalt is ready for traffic
the instant you throw it in the hole. In

fact, many crews keep bags in their trucks
so when they come across a pothole they
can just throw it in the hole and let traffic
compact it.

Does EZ STREET get harder to work with
as the temperature gets colder?

All EZ STREET mixes are custom designed for
a region’s broader climatic conditions. So,

if your geographic region is experiencing its
normal winter temperatures, then

EZ STREET cold asphalt should be designed
to work relatively easy in that environment.
Generally though, the colder it gets, the

stiffer the material becomes to work with.

How does EZ STREET cold asphalt
compare with regards to cost?

EZ STREET is a premium cold asphalt

that costs more per ton than hot mix or
conventional cold mix asphalt. However,

EZ STREET cold asphalt actually costs less
once all factors are considered. For example,
say you are filling potholes with hot mix,
first you have to wait in line at the plant,
then you have to saw-cut the edges, clean
the hole, and apply tack coat. Then apply
the messy hot mix, roll it, and wait hours
before you can open that area to traffic.
Don't forget the wasted mix still left in the
truck or the time it takes to clean it out.

It is bad enough that agencies are paying
once to patch potholes this way, but with
conventional cold mix, re-patching the same
area more than once is commonplace. This
results in a multiplying effect of “all” of the
costs in the pothole repair process — the
material, labor, equipment, and overhead.

Now imagine fixing potholes with

EZ STREET cold asphalt straight from a
stockpile or a pallet of bags in your own
yard ready for any job that comes up.

Next, picture crews that accomplish twice
as much because they do not have to

do any of the prep work associated with
hot asphalt. There is virtually no clean-up
time, no wasted product, and no traffic
interruption. EZ STREET cold asphalt will
even fix holes filled with water. Try that with
hot mix or conventional cold mix. Best of
all, an EZ STREET repair is guaranteed to be
permanent.
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Installation Guide

Procedures to Achieve Optimum Results

Utility Cuts

EZ STREET cold asphalt can be used as a permanent
trench patch if proper installation procedures are
followed. Similar to hot mix, a solid, unyielding

base must be provided under the EZ STREET
material if it is expected to not settle, rut or shove.
EZ STREET cold asphalt can be placed in lifts up to
27, with each lift receiving compaction effort. In

cases where the steel wheel roller will not fit into

the trench on the first lift, a plate compactor can

be used. It is advisable to use the vibratory steel
wheel roller on the top lift of all trenches.

EZ STREET cold asphalt can be expected to
consolidate up to 40% before proper density is
achieved. For a 2" deep lift, the EZ STREET cold
asphalt should be placed about 1" higher than

the desired finished surface before compaction
begins. This will insure that enough EZ STREET cold
asphalt will be forced into the trench and proper
compaction will be achieved.

Water Valve, Catch Basin,
Manhole Surrounds

EZ STREET cold asphalt can be used as a permanent
asphalt material around water valves, catch basin
grates and manhole covers if installed properly.
Compaction is very important as the lid and ring

can cause significant compaction difficulties.

Because it is difficult to obtain acceptable

compaction around the metal lids and rigs, it is

often necessary to compact in 2" maximum lifts.
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Procedures to Achieve Optimum Results
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Overlays

Repair edges & “alligatored” sections

EZ STREET cold asphalt can also be utilized as a permanent overlay material if proper installation
procedures are followed. As with any material, optimum placement of a well compacted, solid,
unyielding base is imperative under the EZ STREET material in order to avoid material failure that
can result from settling, rutting, or shoving.

EZ STREET cold asphalt should be placed in maximum 2" lifts with each lift receiving proper
compaction. Best performance will be realized if a vibratory steel wheel roller is utilized to
achieve compaction following the application of each material lift. In cases where a steel wheel
roller will not fit into the trench for compaction of the initial material lift(s), a plate compactor
should be used. Use of a vibratory steel wheel roller is the preferred mode of compaction for all
material lift(s), especially the final or top lift on all trench applications.

EZ STREET cold asphalt can be expected to consolidate up to 40% before maximum density
is achieved . When installing a 2" lift, EZ STREET cold asphalt should be placed approximately
1" higher than the desired finished surface level prior to compaction insuring that the trench
contains sufficient EZ STREET material after optimum compaction is achieved.



Pothole Patrol & More

Journal News & Popular Mechanics

THE JOURNAL NEWS, FEBRUARY 2005
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Usage Guide

How Much Asphalt to Use

Packaged EZ STREEF 50 Ib. Bags

4 SQUARE
: FEET

1 3 SQUARE
: FEET

2Ton = 40 square yards
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MSDS

Material Safety Data Sheet

SECTION 1- EZ STREET Product Information

GENERAL OR GENERIC NAME: Asphalt cold mix
HAZARDOUS CLASSIFICATION: None
EMERGENCY TELEPHONE NUMBER: (305) 663-3090 (8:00a.m. — 5:00p.m.Mon-Fri EST)

SECTION 2-Hazardous Classification

INGREDIENT CAS NUMBER PERCENT PEL TLV
PPM PPM
Limestone 1317-65-3 91-97% *(2)10 *(2)10

*(1) As fumes

*(2) Total dust

*(3) NIOSH recommends a limit of 100mg/m3-8 hour time weighted average.

COMMENT: This product does not contain substances subject to section 313 of SARA Title 111.

SECTION 3- Physical Data

BOILING POINT: (degrees F): Not Applicable

VAPOR DENSITY: Heavier than air PERCENT VOLATILE (by volume): 0-4% ODOR, APPEARANCE
AND COLOR: Black, coated stone with petroleum odor.

COMMENT: None

SPECIFIC GRAVITY: Greater than water.

EVAPORATION RATE: Slower than Ether

SOLUBILITY IN WATER: Negligible

SECTION 4~ Fire and Explosion Data

FLASH POINT (Method Used): Greater than 200(F) (Cleveland Tag Open Cup)

EXPLOSIVE LIMIT: Unknown ~ FLAMMABLE LIMIT: Unknown

EXTINGUISHING MEDIA: Carbon Dioxide, foam, dry chemical and water fog.

SPECIAL FIRE FIGHTING PROCEDURES: Wear self contained breathing apparatus with a full face
piece operation in positive pressure mode. Water or foam may cause frothing, which can be violent and
possibly life endangering, especially if sprayed into hot burning containers.

UNUSUAL FIRE AND EXPLOSION DATA: Avoid using water stream to prevent frothing. Never use
welding or cutting torch on or near drum(even empty) because product (even residue) can ignite
explosively. Carbon Monoxide and other organic compounds may be formed upon combustion.

NFPA CODE HEALTH — 2 FLAMMABILITY — | REACTIVITY -0

SECTION 5- Reactivity Data

STABILITY: Stable CONDITIONS TO AVOID: None Known Ez STREET®

INCOMPATIBILITY (Materials to Avoid): Avoid contact with strong acids, oxidizing agents and
petroleum products to preserve quality. The EZ Street Company
HAZARDOUS DECOMPOSITION OR BYPRODUCTS: Thermal decomposition may produce carbon LIS A
monoxide and other unknown organic compounds. Miami, FL 33126
HAZARDOUS POLYMERIZATION: Will not occur

CONDITIONS TO AVOID: None Phone: 305-663-3090
Fax: 305-663-0832

Toll-free: 1-800-734-1476
E-mail: info@ezstreetasphalt.com
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